
Pugmill
Continuous Mixing Plant

Mixing capacities up to 1,000MTPH
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Relocatable plant options
Reversible Ni-Hard paddles
Complete turnkey solutions
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Pugmill
Continuous mixing Plant

ROCKTEC
Rock Technology

Rocktec continuous mixing plants can handle capacities of up to 1,000MTPH, of any granular or fine material, using  
either liquid or solid binders. All Rocktec Pugmills are supplied as an integrated unit to provide a complete package for the 
end user. The mixer forms part of a total system, of which the feed metering is a critical part. Rocktec metering systems  
are designed to ensure the desired proportions are efficiently and accurately delivered to the Pugmill. Aggregates are 
delivered, by volume or weight, in a 'ribbon' stream, to enhance mixing efficiency. 

Rocktec Pugmills feature heavy duty rubber lined side walls. These walls are hydraulically hinged, and open to allow 
unobstructed access to the mixing chamber for inspection and maintenance. The lower quadrants of the mixing chamber 
are also rubber lined and hydraulically opened. When these 'bomb' doors are opened the crust protecting the wearing 
surface is easily removed to eliminate cross mix contamination. 

With all wear surfaces lined with rubber, and hinged for access, inspection, cleaning and routine maintenance is made easy. 
All additional contact surfaces are lined with UHMWPE. 

Hydraulically operated hinged mixer walls are lined with 
25mm thick rubber. Internal clearance permits feed of up 
to 100mm. Standard 200mm shaft design uses oversize 
arms welded to the shaft. Each mixing plane features 
four reversible, cast, wear resistant  Ni-Hard paddles 
(600BHN), which form the advancing helix.

130mm bearings are standard supply. The bearing 
housings are designed specifically to ensure maximum 
protection for the bearings. Double labyrinth seals keep 
all contaminants out.

  Discharge

Options are of stockpile conveyor or feeding directly 
into a truck. Stockpile capacities of up to 750 tonnes are 
possible with a radial luffing conveyor.

  Bearings

Capacities of up to 17m³ as standard, for use with up to 
CAT 980 or equivalent. Hoppers fitted with internal top 
hats for additional belt protection. High efficiency belt 
feeders, with integrated scales on weigh type systems. 
Electric motor drive using close coupled gearbox.

  Silos

  Water

Rocktec offers a range of proprietary silos (equipped 
with reverse air filter, over pressure valve, high/low level 
sensors and fluidization in the discharge cone) to suit 
specific system requirements. Silos discharge via rotary 
valves or screw conveyors. Weigh scale on cement feed 
interlocked with aggregate feed control.

Positive displacement metering pumps are supplied, 
complete with surge tank, to deliver up to 50m3/hr. 
Optional 5.5kW Grundfos pump for washdown.

An advanced PLC enables up to 50 separate mixes to 
be pre-programmed into the system. Level sensors 
will automatically initiate shutdown sequences if any 
ingredient runs out. Safety interlocks prevent machine 
form operating if access doors are not locked shut.

  Electrical Mixer

  Infeed Hoppers

Rocktec can configure the system to meet all needs, with any combination of feed bin and silos, to provide a complete  
turnkey solution to the most exacting standards. All our equipment complies with current Australian and New Zealand 
electrical and mechanical safety standards. All Rocktec Pugmills are built to withstand the most arduous operating  
conditions and provide maximum performance with minimal maintenance.



ROCKTEC
Rock Technology

Mixing Capacities up to 1000 TPH
Rubber lined opening Walls and Floor
Complete Turn-key Solutions
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Reversible Ni Hard Paddles
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standarD Features

ROCKTEC
Rock Technology

All specifications and capacities provided are for information purposes only and subject to change without prior notice. 
Please consult us to define a system to suit your exact needs.
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Pugmill Features

•	 Hydraulically operated mixer walls lined with 25mm 
rubber, with clearance to suit maximum 100mm 
feed material

•	 Ends and roof are lined with UHMWPE liner
•	 130mm diameter bearings, double sealed to  

prevent dust ingress
•	 200 diameter shaft with paddle arms welded to 

shaft, fitted with reversible Ni-Hard paddles (600 
BHN)

•	 Main Shaft flanged to input shaft
•	 Dual motors transmit drive through electronically 

timed gearboxes
•	 Hood over inlet, with dust extraction unit.
•	 Bomb door discharge opening under pugmill.
•	 Safety interlocks provided to prevent machine 

operating if access points not locked closed.
•	 Weigh scales on cement conveyor interlocked  

with feed.
•	 Positive displacement water pump interlocked  

with feed.

Pugmill Capacity

• Mixing capacity up to 1000MTPH  with  
continuous feed.

• Maximum input material size 100mm.

    

Silos (Option)

•	 Additive silos can be supplied  for lime, cement,  
and other powder additives, in sizes to suit the duty. 

•	 All are fully equipped with filler pipe, over pressure 
valve, reverse air filter, high/low level sensors, 
fluidization and access.

•	 Screw conveyor discharge up to 40MTPH each.

  

Rocktec offers a wide range of Pugmill plants to suit all requirements, custom designed and built for each application. 

11 Waihou Street | Private Bag 4072 | Matamata 3440 | New Zealand
phone +64 7 881 9188 or 0800 735 305 | fax + 64 7 888 6856
email sales@rocktec.co.nz | website www.rocktec.co.nz


