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Modular Plants

MC380X
Cone Module



Module Structure

• Bolts together on-site, quick setup time with basic   

tools

• Pre-wired “plug and play” design, minimal on-site  

wiring 

• Robust weather-protected control panel with  

user-friendly controls 

• Galvanized steel structure including walkways, 

stairs, guard  rails, and skid mounting feet 

• Flexible design permits two locations for discharge  

conveyor 

• Crusher discharge chute with rubber dust sock 

CE compliant module structure and components 

• Systematically packed in shipping containers for 

quick site setup and easy transport

Featuring the Cedarapids® MVP380X cone crusher, 

the MC380X boasts numerous features that increase 

productivity and ease of use. Based on our universal 

modular platform, Cedarapids modular cone crushers 

can grow with your business by simply upgrading 

the cone crusher chamber and keeping your modular 

frame. The MC380X is easily transported in a 

standard shipping container plus flat rack and can 

be assembled onsite quickly due to the bolt together 

design.

Cedarapids®  
Modular Plants

MC380X
Cone Module

Cedarapids MVP380X cone 
crusher with patented Rollercone® 
design and super bearing increase 
efficiency, making more horsepower 
available for crushing

V-belt drive, drive guard, V-belts, 
motor sheave, hub and key

Crusher discharge chute with 
rubber dust sock; a discharge 
conveyor can be located out the 
front or rear of unit

Bolts together on site, quick 
setup time with basic tools

Galvanized steel structure including 
walkways, stairs and guard rails

Pre-wired “plug and play” 
design, minimal on-site wiring

Skid mounting feet are 
standard, a full-length skid 
base is available

Hydraulic powered threaded upper 
assembly for quick crusher setting 
adjustment under load

Liner profiles to suit  
most applications for  
high versatility

CE compliant structure  
and components

Entire module easily 
transports in two containers



Cone Crusher

• Cedarapids MVP380X with patented Rollercone® 

design for high efficiency

• Single drive electric motor 300 hp (225 kW) 50 hz

• Adjustable motor mount slide-base tensioning 

system

• V-belt drive, drive guard, V-belts, motor sheave, hub  

and key 

• Hydraulic skid with 10 hp (7.5 kW) provides 

hydraulic power for tramp and adjustment systems 

• Separate lube skid with 2 hp (1.5 kW) electric lube  

pump, filter, and valves

• Counterweight wear guard

Electrical Controls 

• 4 emergency stop station

• IP55 electrical panel for manual/automatic control 

of operation; includes cone hydraulic gap/wear/

dump control to set and monitor closed-side 

setting, calibration, and manganese wear 

• Automatic sequence start-up and shut-down

• Plant operation interlocks upstream and 

downstream Module run/fault indication

• Facility for remote operation

• Ammeter

Optional Equipment

• Motor starter kit to run off-plant cone feed 

conveyor, product discharge conveyor and feeder

• Overflow chute

• Full-length skid base

Note: Listed throughput capacity, maximum feed size and 
motor requirements are approximate and will vary depending  
on material properties, feed gradation, moisture content, 
chamber selection, feed method and other site specific  
operating conditions. Contact your nearest Terex® distributor 
for further details.

Cone Specifications

Motor Size 300 hp (225 kW)

Cone Head Diameter 48” (1219 mm)

Maximum Feed Size 12-3/4” (325 mm)

Capacity 135-560 TPH (125-505 MTPH)

Basic Crusher Weight 43130 lbs (19565 kg)

Crusher Width 99” (2515 mm)

Crusher Height 78” (1980 mm)

Bearing Type Thrust Roller (Super)

Bearing Type Radial Roller

Adjustment Screw/Hydraulic Motor

Working Dimensions



Working Dimensions
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